


QuiCkSpecs HP ProLiant ML350 Generation 6 (G6)

Standard Features

NOTE: For the Standard Features shipped in the "Factory Integrated Models", please see the "Configuration Information - Factory
Integrated Models" section.

Processor Skx-Care Processors

One of the following Intel® Xeon® X5675 (3.06GHz/6-coref1 2MB/95W, DDR3-1333, HT, Turbo 1/1/2/2{3/3) Processor

depending on Model Intet® Xeon® X5670 (2.93GHz/6-core/1 2MB/95W, DOR3-1333, HT, Turbo 1/1/2/2/3/3) Processor
Intel® Xeon® X5660 (2.80GHz/6-coref12MB/95W, DDR3-1333, HT, Turbo 1/142/24343) Processor
Intel® Xeon® X5650 (2.66GHz/6-coref12MB/95W, DDR3-1333, HT, Turbo 1/142/243/3) Processor
Intel® Xeon® ESEA49 (2.53GHz/6-coref12MBf30W, DDR3-1333, HT, Turbo 1/142/243/3) Processor
Intel® Xeon® ESGEA45 (2.40GHz/6-coref12MB/80W,DDR3-1333, HT, Turbo 141/2/2/3/3) Processor
Quad-Care Processors
Intel® Xeon® X5672 (3.20GHz/4-coref12MB/95W,DDR3-1333, HT, Turbo 141/2/2/3/3) Processor
Intel® Xeon® ESG20 (2.40GHz/4-core/12MB/30W, DDR3-1066, HT, Turbo) Processor
Intel® Xeon® ESR03 {1.60GHz/4-core/AMB/S0W) Processor
Intel® Xeon® X5570 (2.93GHz/4-core/3MB/95W, DDR3-1333, HT, Turbo 2/2/3/3) Processor
Intel® Xeon® X5560 (2.80GHz/4-core/8MB/95W, DDR3-1333, HT, Turbo 2/2/3/3) Processor
Intel® Xeon® X5550 (2. 66GHz/4-core/3MB/95W, DDR3-1333, HT, Turbo 2/2/3/3) Processor
Intel® Xeon® E5540(2.53GHz/4-core/3MB/30W, DDR3-1066, HT, Turbo 141/242) Processor
Intel® Xeon® ESGO7 (2.26GHz/4-core/8MB/30W, DDR3-1333, HT, Turbo 1/1/242/3/3) Processor
Intel® Xeon® L5630 (2.13GHz/4-coref12MB/40W, DDR3-1066, HT, Turbo 1/1/2/2) Processor
Intel® Xeon® L5520 (2.26GHz/4-coref8MB/GOW, DDR3-1066, HT, Turbo 1/14242) Processor
Intel® Xeon® L5506 (2.13GHz/4-core/dMB/&0W, DDR3-800) Processor
Intel® Xeon® ESG0G (2,13 GHz/4-coref BMB/80W, DDR3-1066, HT, Turbo 1/1/242/343) Processor
Dual-Core Processars
Intel® Xeon® ES502 (1.86GHz/2-core/AMB/30W, DDR3-800) Processor

NOTE: HT indicates that the processor model supports Intel® Hyper-Threading Technology.

NOTE: Turbo indicates the maximum potential frequency increment when using Intel® Turbo Boost
Technology, with 4, 3, 2, and 1 cores active.

NOTE: DDR3 speed is the maximum memory speed of the processor. Actual memory speed may depend on
the quantity and type of DIMMs installed.

NOTE: For the Intel 5600 and 5500 Series, the letter preceding the model number indicates the
performancefwattage of the processor, "X" denotes High Performance/Wattage; "E" denotes Enterprise
Performance/Wattage (Mainstream); and "L" denotes Lower Wattage.

NOTE: Customers transitioning from 5500 series processors to 5600 series processors must include a
third fan along with the two fans present onthe server



QuickSpecs

Standard Features

Cache Memary
One of the following
depending oh Model

12MB {1 x 12MB) Level 3 cache
NOTE: For 5600 series processors (other than those indicated below)

8MB (1 x 8MB) Level 3 cache
NOTE: For ESROR/ESRO7/X5570/X55R0/X5550/E5540/L5520 processors

4MB {1 x AMB) Level 3 cache
NOTE: For ESR03/E5507/E5502/L5506 processors

Chipset Intel® 5520 Chipset
NOTE: For more information regarding Intel® chipsets, please see the following URL:
http:f fwnawnw. intel.com/products/serverfchipsets/,
Upgradeahllity Upgradeable to two processors
NOTE: total4d,8 or 12 cores
Memary Pratection Advanced ECC
Mirroring mode
Lock-step mode
Online Spare (Requires X5600 or ESA00 processor family)
Memary Type DDR3 Registered (RDIMM) or Unbuffered (UDIMM)
One of the following Standard {Performance 12 GB {6 x 2 GB) RDIMM
depending on model Models)

Standard (Base Models) 6 GB (3x 2 GB) RDIMM
Standard (Entry Models) 4 GB (2x 2 GB) RDIMM
Standard (Entry Models) 4 GB (1 x4 GB) RDIMM
Maximum (RDIMM) 288 GB (18 x 16 GBYRDIMM
Maximum (UDIMM) 43 GB(12 x4 GB)

NOTE: Depending on the memory configuration and processor model, the memory speed may run at

1333MHz, 1066MHz, or 800MHz, Please see the Online Memory Configuration Tool at:
www,hp.com/go/ddr3memory-configurator,

NOTE: The 16 GB memory module is a quad ranked 800MHz DDR3 memory.

Netwark Cantraller

Embedded NC326i PCl Express Dual Port Gigabit Server Adapter

HP ProLiant ML350 Generation 6 (G6)



Expanslan Slots

Expanslon Technaloqy Bus Width Cannectar Bus Humher Form Factar Hotes
Slat # Width

&



Interfaces

Serial 1

Network RJ-45 3 {1 dedicated for HP Integrated Lights-Out 2 (iLO2)
Keyboard 1

Pointing Device (Mouse) 1

Graphics 1

SDslot 1 {internal)

USB 2.0 Ports & (2 front, 2 rear, 2 internal)

Industry Standard ACPIV2.0 Compliant
Campllance PCl-BExpress Gen2
PXE Support
WOL Support
PCl-X 1.0a Compliant
MNovell Certified
Microsoft® Logo certifications
USB 2.0 Support
SMBIOS 2.6.1
Server Power Cords ProLiant ML servers in a rack-mount configuration no longer ship standard with NEMA power cords that
allow connection to 110¥ US wall outlets in a home or office. These servers are primarily connected to
PDU's in data center racks so they now ship standard with only a PDU power cord (416151-B21). If a user
wishes to power a ProLiant ML rack-mount server using a 110V receptacle (NEMA-15), the NEMA power
cord must be ordered separately. The 12" cord (AFS56A) or &' cord (187335-001) can be purchased online
at HP.COM. In a tower configuration, the servers ship standard with a &' country specific NEMA power cord.
If customers require a local power cord, they can check the power cord matrix for the appropriate country
specific sku. Please see the following power cord matrix: hitp:/fwww hp.com/an/powercordmatrix,
Power Supply

One of the following
depending oh Model



